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NOTES
general

All dimensions are in mm unless otherwise specified.

to be used.The contractor must check&verify all the
dimensions before commencement of the work.

structural

mechanical

drawings are not to be scaled.Only figured dimensions to

All plumbing&drainage work to comply with P.H specifications.
All surface ducts to be accessible from all floors.
S.V.P denotes soil vent pipe and to be provided at the head of
the drainage.Drains passing beneath buildings and driveways
to be encased in150mm concrete sorround.All underground
foul&waste drain pipes shall be of PVC.to comply with BS5255.
All inspection chambers covers and framing shall be cast iron
to comply with BS.497Table2Grade A.
The storm water drain pipes to comply with BS.556.
Minimum slope in the drain pipes to be1%
No chases for pipes will be allowed in the slabs.
Sleeves will be allowed with written approval from  the SE
No cutting of concrete without express approval of the Architect.
or SE.All testing of pipes must be cordinated with electrical
&any conflicts must be clarified before works begins.
P.V denotes permanent vents.

clientsignature

electrical

All black cotton  soil to be removed from below all
building&paved surfaces.All paved surfaces to be
clear of black cotton soil to a distance of500m
outside  the edge of the surface.

For all R.C works,refer to SE's details.
Foundation depths to be determined on site to the SE
approval.All walls less than200mm thick to be reinforced
with hoop iron at every alternate course.
All adjacent R.C work and masonry walls to be tied
with strap irons at every course.

All conduits must be laid  before plastering.
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Provide a1130litres reserve  tank with a booster pump
Dry risers
Provide a1x30m hydraulic Hose-real,on every floor.
\Provide manual/electric break glass fire alarm system.
Provide4x9kg litres water CO2fire extingushers on every floor
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All plumbing&drainage work to comply with P.H specifications.
All surface ducts to be accessible from all floors.
S.V.P denotes soil vent pipe and to be provided at the head of
the drainage.Drains passing beneath buildings and driveways
to be encased in150mm concrete sorround.All underground
foul&waste drain pipes shall be of PVC.to comply with BS5255.
All inspection chambers covers and framing shall be cast iron
to comply with BS.497Table2Grade A.
The storm water drain pipes to comply with BS.556.
Minimum slope in the drain pipes to be1%
No chases for pipes will be allowed in the slabs.
Sleeves will be allowed with written approval from  the SE
No cutting of concrete without express approval of the Architect.
or SE.All testing of pipes must be cordinated with electrical
&any conflicts must be clarified before works begins.
P.V denotes permanent vents.
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All black cotton  soil to be removed from below all
building&paved surfaces.All paved surfaces to be
clear of black cotton soil to a distance of500m
outside  the edge of the surface.

For all R.C works,refer to SE's details.
Foundation depths to be determined on site to the SE
approval.All walls less than200mm thick to be reinforced
with hoop iron at every alternate course.
All adjacent R.C work and masonry walls to be tied
with strap irons at every course.

All conduits must be laid  before plastering.
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Provide a1130litres reserve  tank with a booster pump
Dry risers
Provide a1x30m hydraulic Hose-real,on every floor.
\Provide manual/electric break glass fire alarm system.
Provide4x9kg litres water CO2fire extingushers on every floor
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All plumbing&drainage work to comply with P.H specifications.
All surface ducts to be accessible from all floors.
S.V.P denotes soil vent pipe and to be provided at the head of
the drainage.Drains passing beneath buildings and driveways
to be encased in150mm concrete sorround.All underground
foul&waste drain pipes shall be of PVC.to comply with BS5255.
All inspection chambers covers and framing shall be cast iron
to comply with BS.497Table2Grade A.
The storm water drain pipes to comply with BS.556.
Minimum slope in the drain pipes to be1%
No chases for pipes will be allowed in the slabs.
Sleeves will be allowed with written approval from  the SE
No cutting of concrete without express approval of the Architect.
or SE.All testing of pipes must be cordinated with electrical
&any conflicts must be clarified before works begins.
P.V denotes permanent vents.
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electrical

All black cotton  soil to be removed from below all
building&paved surfaces.All paved surfaces to be
clear of black cotton soil to a distance of500m
outside  the edge of the surface.

For all R.C works,refer to SE's details.
Foundation depths to be determined on site to the SE
approval.All walls less than200mm thick to be reinforced
with hoop iron at every alternate course.
All adjacent R.C work and masonry walls to be tied
with strap irons at every course.

All conduits must be laid  before plastering.
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Provide a1130litres reserve  tank with a booster pump
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Teamleader

ARCHITECTURAL DEPARTMENT

Arch. J. K. Munyiri

code

WP item no.

Checked by

Proposed Tuition Block at KIHBT, Kibiku
Ngong Campus, Kajiado County

State Department for Infrastructure
KIHBT

STATE DEPARTMENT FOR PUBLIC WORKS

10987A

D109/RV/KJD/2101

1:125@A2

Arch. Ben Balozy

Architect L. M. Mochama
Ag. Chief Architect

Calvin Wambura

MINISTRY OF LANDS, PUBLIC
WORKS, HOUSING AND URBAN

DEVELOPMENT

FIRST FLOOR PLAN
LIGHTING LAYOUT



Fi
re

 C
ab

in
et

Fire Cabinet

1 2 3 4 5 6 7 8 9

1011121314151617

D
O

W
N

U
P

P.
V

D
-0

3

1

2

3

4

5

6

7

8

910111213

14

15

16

17

18

19

20

21

DOWN UP

A

A

B

B

D

D

C

C

E

E

F

F

G

G

H

H

I

I

J

J

K

K

1 1

2 2

3 3

4 4

5 5

6 6

8 8

A'

A'

1' 1'

4' 4'

6 6

J

J

G'

G'

10.00 % 20.00 % 10.00 %

10.00 % 20.00 % 10.00 %

F

E-01

E-
02

E-03

S-
02

S-
1

200 6,000 200 4,650

11
,85

0

7,900

11,900

7,8
50

8,2
50

5,7
00

45
0

2,4
00

60
0

2,4
00

15
0

30
0

15
0

2,4
00

60
0

2,4
00

15
0

30
0

20
0

7,8
50

20
0

5,7
00

20
0

11
,90

0
20

0

6,0
00

2,0
00

4,0
00

6,0
00

2,0
00

6,0
00

26
,25

0

5,7
00

20
0

2,0
50

20
0

9,6
50

20
0 3,850 3,850

7,8
50

7,8
50

2,8
50

10
0

2,8
50

300 150 2,400 600 2,400 4,300 1,800 6,100

200 9,650 200 2,050 200 5,750

2,750 2,800

20
0

3,4
00

1,8
00

60
0

20
0

Aluminium
sunshades to details

Aluminium sunshades to
details

Aluminium
sunshades to
details

100X75mm pre-cast
concrete columns

CLASSROOM (80 PAX)
400X400mm Cer. Tiles ff

White Board

CLASSROOM (80 PAX)
400X400mm Cer. Tiles ff

White Board

C
LA

SS
R

O
O

M
 (8

0 
PA

X)
40

0X
40

0m
m

 C
er

. T
ile

s 
ff

W
hi

te
 B

oa
rd

HALLWAY
400X400mm Cer. Tiles ff

Notice Board

LADIES
(300X300mm

Non.Slip.Cer. Tiles ff)

OPEN PLAN OFFICES
400X400mm Cer. Tiles ff

OPEN PLAN OFFICES
400X400mm Cer. Tiles ff

Ramp

MGT. OFFICE
400X400mm Cer. Tiles ff

MGT. OFFICE
400X400mm Cer. Tiles ff

SEC. OFFICE
400X400mm Cer. Tiles ff

LACTATION RM
(400X400mm Cer. Tiles ff)

LADIES
300X300mm

Non.Slip.Cer. Tiles ff

GENTS
300X300mm

Non.Slip.Cer. Tiles ff

LIFT
LOBBY

BALCONY

BALCONY

BA
LC

O
N

Y

PASSAGE

LIFT

Cleaner's
store

PWD
300X300mm
Non.Slip.Cer.

Tiles ff

WC WC WC WC WC WC WC

U
R

IN
AL

S

W
H

B

W
H

B

W
H

B

WC

WHB

L[--]03
FIRST FLOOR PLAN

Air lock Air lock

VOID
Entrance Porch

Below

VOID
Entrance Lobby

Below

P.V
D-01

D-05 D-08

P.
V

D
-0

3

p.v
W-02

p.v
W-02

p.v
W-02

p.v
W-02

P.V
D-03

P.
V

D
-0

3

P.
V

D
-0

3

P.V
D-04

P.V
D-04

P.V
D-04

P.V
D-04

p.v
W-02

p.v
W-02

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
6

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.v
W-02

p.v
W-02

p.v
W-08

p.v
W-08

P.V
D-04

D-07

D-06 D-06 D-06 D-06 D-06 D-06

p.
v

W
-0

9

P.
V

D
-0

4
D

-0
5

D-05

D-05 D-05 D-05

D-06

p.v
W-06

p.v
W-06

p.v
W-09

p.v
W-08

p.v
W-08

20
0

5,8
00

40
0

2,4
00

70
0

2,4
00

50
0

2,4
00

65
0

2,4
00

8,4
50

20
0

5,8
00

20
0

5,8
50

20
0

95
0

10
0

1,8
00

10
0

2,8
50

20
0

7,8
50

20
0

6,0
00

2,0
00

4,0
00

6,0
00

2,0
00

6,0
00

27
,35

0

18,900 900 750 2,400 500 2,400 2,525 2,850 300 5,900 300 3,050 1,900 2,950 1,700 3,000 300

200 7,900 200 4,516 200 5,484 150 1,500 200 2,750 200 2,800 200 16,025 200 3,850 200 3,850 200

4,001 2,000 2,000 4,000 6,000 2,100 5,900 400 4,750 6,200 4,900 8,000

50,625

450 2,400 600 2,400 600 2,400 600 2,400 15,425 1,800 21,550

200 11,900 200 5,700 200 7,900 200 4,975 200 6,000 200 4,650 200 3,850 200 3,850 200

6,000 2,000 4,000 6,000 2,100 5,900 5,150 6,200 4,900 8,000

51,625

40
0

2,4
00

70
0

2,4
00

50
0

2,4
00

70
0

2,4
00

15
0

20
0

11
,85

0
20

0
1,7

47
20

0

12
,05

0

40
0

2,4
00

70
0

2,4
00

15
0

20
0

3,9
00

1,8
50

50
20

0
5,8

50
20

0
1,8

00
20

0

6,0
50

40
0

2,4
00

70
0

2,5
00

15
0

4,0
00

1,8
00

10
0
20

0
5,8

00
2,3

00
1,8

00
3,8

97

20
0

2,8
50

20
0

6,6
00

20
0

2,0
00

20
0

7,9
00

20
0

1,8
00

20
0

3,6
97

200 7,850

324 1,801 12,500 1,500

3,7
50

1,7
97

3,050 5,000 200 9,800 200

5,7
50

20
0

10
01

,85
0

4,2
50

2,4
00

70
0

2,4
00

40
0

200 5,484 150 1,500
200

850
100

850
100

850
200

850
100

850
100

900 200

4,566 200 5,484 150 1,500 200 2,200 200 900 200 2,250 200 16,025 200 3,850 200 1,200 100 2,550 200

Mild steel
railing

Mild steel
railing

Mild steel
railing

20
0

1.3072

20
0

200

20
0

20
0

Cir B1

Cir B1

Cir B1

Cir B1

Cir B1 Cir B1

Cir B1

Cir B1

Cir B1

CU D NOTICE BOARD

Cir D1

CU C

Cir C1

Cir C1

Cir C1 Cir C1

Cir C1 Cir D1 Cir D1

Cir D1 Cir D1

Cir D1

ACP

Cir 2Y1
Cir 2Y1

Cir 2Y1

Cir 2Y1

ACP

Cir 2Y2

Cir 2Y1 Cir 2Y2

Cir 2Y1

Cir 2Y2

Cir 2Y2

Cir B1
CU B

Cir 2Y1

Cir 2Y1

Cir 1B 3

Cir 1B 2

DB 1

Cir 1B 1

Cir 2Y4
Cir 2Y4

DB 2 Cir 2Y1

Cir 2Y4
Cir 2Y4

Cir 2Y4

Cir 2Y4
Cir 2Y4

Cir 2Y4
Cir 2Y3

Cir 2Y3
Cir 2Y3

Cir 2Y3

Cir 2Y3 Cir 2Y3

Cir 2Y3

Cir 2Y3

Cir 2Y2

Cir 2Y2 Cir 2B1,2,3

Cir 2Y2

Cir 2B 4

Cir C1 Cir D1

Cir C1 Cir C1 Cir C1 Cir C1 Cir D1 Cir D1

Cir D1

Cir B1

Cir B1

Cir B1

Cir B1

Cir B1 Cir B1

Cir B1

Cir B1

Cir B1

CU D NOTICE BOARD

Cir D1

CU C

Cir C1

Cir C1

Cir C1 Cir C1

Cir C1 Cir D1 Cir D1

Cir D1 Cir D1

Cir D1

ACP

Cir 2Y1
Cir 2Y1

Cir 2Y1

Cir 2Y1

ACP

Cir 2Y2

Cir 2Y1 Cir 2Y2

Cir 2Y1

Cir 2Y2

Cir 2Y2

Cir B1
CU B

Cir 2Y1

Cir 2Y1

Cir 1B 3

Cir 1B 2

DB 1

Cir 1B 1

Cir 2Y4
Cir 2Y4

DB 2 Cir 2Y1

Cir 2Y4
Cir 2Y4

Cir 2Y4

Cir 2Y4
Cir 2Y4

Cir 2Y4
Cir 2Y3

Cir 2Y3
Cir 2Y3

Cir 2Y3

Cir 2Y3 Cir 2Y3

Cir 2Y3

Cir 2Y3

Cir 2Y2

Cir 2Y2 Cir 2B1,2,3

Cir 2Y2

Cir 2B 4

Cir C1 Cir D1

Cir C1 Cir C1 Cir C1 Cir C1 Cir D1 Cir D1

Cir D1

Trunking
@skirting level

Trunking
@skirting levelTrunking

@skirting level

Trunking
@skirting level

Trunking
@skirting level

Trunking
@skirting level

Trunking
@skirting level

Trunking
@skirting level

Trunking
@skirting level

Trunking
@skirting level

Trunking
@skirting level

Trunking
@skirting level

Trunking
@skirting level

Trunking
@skirting level

Trunking
@skirting level

Trunking
@skirting level

Trunking
@skirting level

K

APPROVED

This drawing is to be read in conjuction with engineers'drawings

name

NOTES
general

All dimensions are in mm unless otherwise specified.

to be used.The contractor must check&verify all the
dimensions before commencement of the work.

structural

mechanical

drawings are not to be scaled.Only figured dimensions to

All plumbing&drainage work to comply with P.H specifications.
All surface ducts to be accessible from all floors.
S.V.P denotes soil vent pipe and to be provided at the head of
the drainage.Drains passing beneath buildings and driveways
to be encased in150mm concrete sorround.All underground
foul&waste drain pipes shall be of PVC.to comply with BS5255.
All inspection chambers covers and framing shall be cast iron
to comply with BS.497Table2Grade A.
The storm water drain pipes to comply with BS.556.
Minimum slope in the drain pipes to be1%
No chases for pipes will be allowed in the slabs.
Sleeves will be allowed with written approval from  the SE
No cutting of concrete without express approval of the Architect.
or SE.All testing of pipes must be cordinated with electrical
&any conflicts must be clarified before works begins.
P.V denotes permanent vents.

clientsignature

electrical

All black cotton  soil to be removed from below all
building&paved surfaces.All paved surfaces to be
clear of black cotton soil to a distance of500m
outside  the edge of the surface.

For all R.C works,refer to SE's details.
Foundation depths to be determined on site to the SE
approval.All walls less than200mm thick to be reinforced
with hoop iron at every alternate course.
All adjacent R.C work and masonry walls to be tied
with strap irons at every course.

All conduits must be laid  before plastering.
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polythene sheeting on50mm thick murram blinding,on
well compacted hardcore.All soils under slabs&around
external foundation to be poised for the termites control.
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Provide a1130litres reserve  tank with a booster pump
Dry risers
Provide a1x30m hydraulic Hose-real,on every floor.
\Provide manual/electric break glass fire alarm system.
Provide4x9kg litres water CO2fire extingushers on every floor

Teamleader

ARCHITECTURAL DEPARTMENT

Arch. J. K. Munyiri

code

WP item no.

Checked by

Proposed Tuition Block at KIHBT, Kibiku
Ngong Campus, Kajiado County

State Department for Infrastructure
KIHBT

STATE DEPARTMENT FOR PUBLIC WORKS

10987A

D109/RV/KJD/2101

1:125@A2

Arch. Ben Balozy

Architect L. M. Mochama
Ag. Chief Architect

Calvin Wambura

MINISTRY OF LANDS, PUBLIC
WORKS, HOUSING AND URBAN

DEVELOPMENT

FIRST FLOOR PLAN
POWER LAYOUT



Fi
re

 C
ab

in
et

Fire Cabinet

1 2 3 4 5 6 7 8 9

1011121314151617

D
O

W
N

U
P

P.
V

D
-0

3

1

2

3

4

5

6

7

8

910111213

14

15

16

17

18

19

20

21

DOWN UP

A

A

B

B

D

D

C

C

E

E

F

F

G

G

H

H

I

I

J

J

K

K

1 1

2 2

3 3

4 4

5 5

6 6

8 8

A'

A'

1' 1'

4' 4'

6 6

J

J

G'

G'

10.00 % 20.00 % 10.00 %

10.00 % 20.00 % 10.00 %

F

E-01

E-
02

E-03

S-
02

S-
1

200 6,000 200 4,650

11
,85

0

7,900

11,900

7,8
50

8,2
50

5,7
00

45
0

2,4
00

60
0

2,4
00

15
0

30
0

15
0

2,4
00

60
0

2,4
00

15
0

30
0

20
0

7,8
50

20
0

5,7
00

20
0

11
,90

0
20

0

6,0
00

2,0
00

4,0
00

6,0
00

2,0
00

6,0
00

26
,25

0

5,7
00

20
0

2,0
50

20
0

9,6
50

20
0 3,850 3,850

7,8
50

7,8
50

2,8
50

10
0

2,8
50

300 150 2,400 600 2,400 4,300 1,800 6,100

200 9,650 200 2,050 200 5,750

2,750 2,800

20
0

3,4
00

1,8
00

60
0

20
0

Aluminium
sunshades to details

Aluminium sunshades to
details

Aluminium
sunshades to
details

100X75mm pre-cast
concrete columns

CLASSROOM (80 PAX)
400X400mm Cer. Tiles ff

White Board

CLASSROOM (80 PAX)
400X400mm Cer. Tiles ff

White Board

C
LA

SS
R

O
O

M
 (8

0 
PA

X)
40

0X
40

0m
m

 C
er

. T
ile

s 
ff

W
hi

te
 B

oa
rd

HALLWAY
400X400mm Cer. Tiles ff

Notice Board

LADIES
(300X300mm

Non.Slip.Cer. Tiles ff)

OPEN PLAN OFFICES
400X400mm Cer. Tiles ff

OPEN PLAN OFFICES
400X400mm Cer. Tiles ff

Ramp

MGT. OFFICE
400X400mm Cer. Tiles ff

MGT. OFFICE
400X400mm Cer. Tiles ff

SEC. OFFICE
400X400mm Cer. Tiles ff

LACTATION RM
(400X400mm Cer. Tiles ff)

LADIES
300X300mm

Non.Slip.Cer. Tiles ff

GENTS
300X300mm

Non.Slip.Cer. Tiles ff

LIFT
LOBBY

BALCONY

BALCONY

BA
LC

O
N

Y

PASSAGE

LIFT

Cleaner's
store

PWD
300X300mm
Non.Slip.Cer.

Tiles ff

WC WC WC WC WC WC WC

U
R

IN
AL

S

W
H

B

W
H

B

W
H

B

WC

WHB

L[--]03
FIRST FLOOR PLAN

Air lock Air lock

VOID
Entrance Porch

Below

VOID
Entrance Lobby

Below

P.V
D-01

D-05 D-08

P.
V

D
-0

3

p.v
W-02

p.v
W-02

p.v
W-02

p.v
W-02

P.V
D-03

P.
V

D
-0

3

P.
V

D
-0

3

P.V
D-04

P.V
D-04

P.V
D-04

P.V
D-04

p.v
W-02

p.v
W-02

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
6

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.v
W-02

p.v
W-02

p.v
W-08

p.v
W-08

P.V
D-04

D-07

D-06 D-06 D-06 D-06 D-06 D-06

p.
v

W
-0

9

P.
V

D
-0

4
D

-0
5

D-05

D-05 D-05 D-05

D-06

p.v
W-06

p.v
W-06

p.v
W-09

p.v
W-08

p.v
W-08

20
0

5,8
00

40
0

2,4
00

70
0

2,4
00

50
0

2,4
00

65
0

2,4
00

8,4
50

20
0

5,8
00

20
0

5,8
50

20
0

95
0

10
0

1,8
00

10
0

2,8
50

20
0

7,8
50

20
0

6,0
00

2,0
00

4,0
00

6,0
00

2,0
00

6,0
00

27
,35

0

18,900 900 750 2,400 500 2,400 2,525 2,850 300 5,900 300 3,050 1,900 2,950 1,700 3,000 300

200 7,900 200 4,516 200 5,484 150 1,500 200 2,750 200 2,800 200 16,025 200 3,850 200 3,850 200

4,001 2,000 2,000 4,000 6,000 2,100 5,900 400 4,750 6,200 4,900 8,000

50,625

450 2,400 600 2,400 600 2,400 600 2,400 15,425 1,800 21,550

200 11,900 200 5,700 200 7,900 200 4,975 200 6,000 200 4,650 200 3,850 200 3,850 200

6,000 2,000 4,000 6,000 2,100 5,900 5,150 6,200 4,900 8,000

51,625

40
0

2,4
00

70
0

2,4
00

50
0

2,4
00

70
0

2,4
00

15
0

20
0

11
,85

0
20

0
1,7

47
20

0

12
,05

0

40
0

2,4
00

70
0

2,4
00

15
0

20
0

3,9
00

1,8
50

50
20

0
5,8

50
20

0
1,8

00
20

0

6,0
50

40
0

2,4
00

70
0

2,5
00

15
0

4,0
00

1,8
00

10
0
20

0
5,8

00
2,3

00
1,8

00
3,8

97

20
0

2,8
50

20
0

6,6
00

20
0

2,0
00

20
0

7,9
00

20
0

1,8
00

20
0

3,6
97

200 7,850

324 1,801 12,500 1,500

3,7
50

1,7
97

3,050 5,000 200 9,800 200

5,7
50

20
0

10
01

,85
0

4,2
50

2,4
00

70
0

2,4
00

40
0

200 5,484 150 1,500
200

850
100

850
100

850
200

850
100

850
100

900 200

4,566 200 5,484 150 1,500 200 2,200 200 900 200 2,250 200 16,025 200 3,850 200 1,200 100 2,550 200

Mild steel
railing

Mild steel
railing

Mild steel
railing

20
0

1.3072

20
0

200

20
0

20
0

B
G

B
G

B
G

B
G

B
G

B
G

B
G

B
G

K

APPROVED

This drawing is to be read in conjuction with engineers'drawings

name

NOTES
general

All dimensions are in mm unless otherwise specified.

to be used.The contractor must check&verify all the
dimensions before commencement of the work.

structural

mechanical

drawings are not to be scaled.Only figured dimensions to

All plumbing&drainage work to comply with P.H specifications.
All surface ducts to be accessible from all floors.
S.V.P denotes soil vent pipe and to be provided at the head of
the drainage.Drains passing beneath buildings and driveways
to be encased in150mm concrete sorround.All underground
foul&waste drain pipes shall be of PVC.to comply with BS5255.
All inspection chambers covers and framing shall be cast iron
to comply with BS.497Table2Grade A.
The storm water drain pipes to comply with BS.556.
Minimum slope in the drain pipes to be1%
No chases for pipes will be allowed in the slabs.
Sleeves will be allowed with written approval from  the SE
No cutting of concrete without express approval of the Architect.
or SE.All testing of pipes must be cordinated with electrical
&any conflicts must be clarified before works begins.
P.V denotes permanent vents.

clientsignature

electrical

All black cotton  soil to be removed from below all
building&paved surfaces.All paved surfaces to be
clear of black cotton soil to a distance of500m
outside  the edge of the surface.

For all R.C works,refer to SE's details.
Foundation depths to be determined on site to the SE
approval.All walls less than200mm thick to be reinforced
with hoop iron at every alternate course.
All adjacent R.C work and masonry walls to be tied
with strap irons at every course.

All conduits must be laid  before plastering.

project

firefighting

FORTHEGOVERNMENTOFTHE
REPUBLICOFKENYA

revisions

signed date

drawingtitle

Drawn&
Designedby

construction

clientministry/department

All slabs at ground level to be  layed  over1000gauge
polythene sheeting on50mm thick murram blinding,on
well compacted hardcore.All soils under slabs&around
external foundation to be poised for the termites control.

2

3

1scale

drawingno.projectjobno.

Provide a1130litres reserve  tank with a booster pump
Dry risers
Provide a1x30m hydraulic Hose-real,on every floor.
\Provide manual/electric break glass fire alarm system.
Provide4x9kg litres water CO2fire extingushers on every floor

Teamleader

ARCHITECTURAL DEPARTMENT

Arch. J. K. Munyiri

code

WP item no.

Checked by

Proposed Tuition Block at KIHBT, Kibiku
Ngong Campus, Kajiado County

State Department for Infrastructure
KIHBT

STATE DEPARTMENT FOR PUBLIC WORKS

10987A

D109/RV/KJD/2101

1:125@A2

Arch. Ben Balozy

Architect L. M. Mochama
Ag. Chief Architect

Calvin Wambura

MINISTRY OF LANDS, PUBLIC
WORKS, HOUSING AND URBAN

DEVELOPMENT

FIRST FLOOR PLAN
 ELV SYSTEMS LAYOUT



Fi
re

 C
ab

in
et

Fire Cabinet

1

2

3

4

5

6

7

8

910111213

14

15

16

17

18

19

20

21

DOWN UP

A

A

B

B

D

D

C

C

E

E

F

F

G

G

H

H

I

I

J

J

K

K

1

2

3

4

5

6

8

A'

A'

1'

4'

6

J

J

G'

G'

10.00 % 20.00 % 10.00 %

10.00 % 20.00 % 10.00 %

S-01

E-01

E-03

E-
04

S-
02

S-
1

8,3
00

5,6
95

45
5

2,4
00

65
0

2,4
00

55
0

2,4
00

60
0

2,4
00

45
0

20
0

7,9
00

20
0

5,6
95

20
0

11
,90

5
20

0

6,0
00

2,0
00

4,0
00

6,0
00

2,0
00

6,0
00

26
,30

0

450 2,400 600 2,400 600 2,400 600 2,400 450 5,700 9,275 1,800 21,550

200 11,900 200 5,700 200 7,900 200 16,025 200 7,900 200

6,000 2,000 4,000 6,000 2,100 5,900 5,150 6,200 4,900 8,000

50,625

40
0

2,4
00

70
0

2,4
00

4,2
50

1,8
00

10
0
20

0
13

,85
0

20
0

9,6
50

20
0

2,0
00

20
0

7,9
00

20
0

1,8
00

20
0

3,7
50

40
0

2,4
00

70
0

2,4
00

52
5

2,4
00

65
0

2,4
00

17
5

20
0

11
,85

0

20
0

5,8
50

7,850

8,300 5,092 1,800 1,200 1,800 708 900 700 2,400 550 2,400 17,375 2,400 1,700 2,400 900

200 7,900 200 4,516 200 5,484 150 1,500 200 5,750 200 16,075 200 7,850 200

6,000 2,000 4,000 6,000 2,100 5,900 5,150 6,200 4,900 8,000

50,625

19
,90

0

35
0

2,4
00

70
0

2,4
00

50
0

2,4
00

70
0

2,4
00

50
0

2,4
00

70
0

2,4
00

8,4
00

20
0

5,8
00

20
0

19
,90

0
20

0

6,0
00

2,0
00

4,0
00

6,0
00

2,0
00

6,0
00

5,8
00

450 2,400 600 2,400 4,300 1,800 6,100

200 9,650 200 2,050 200 5,750

4,566 200 5,484 150 1,500 200 2,200 200 900 200 2,250 200 16,025 200 7,900

6,1
00

1,8
00

4,3
00

2,4
00

60
0

2,4
00

45
0

5,7
45

20
0

2,0
55

20
0

9,6
50

20
0

150 800 800 200 6,000 200 800 800 150

200
400

200
50

0

Aluminium
sunshades to
details

Aluminium sunshades
to details

Aluminium
sunshades to
details

Mild steel
railing

Mild steel
railing

Cleaner's
store

CLASSROOM (80 PAX)
400X400mm Cer. Tiles ff

White Board

CLASSROOM (80 PAX)
400X400mm Cer. Tiles ff

White Board

C
LA

SS
R

O
O

M
 (8

0 
PA

X)
40

0X
40

0m
m

 C
er

. T
ile

s 
ff

W
hi

te
 B

oa
rd

HALLWAY
400X400mm Cer. Tiles ff

Notice Board

LIFT
LOBBY

BALCONY

BALCONY

BA
LC

O
N

Y

LOBBY

LADIES
300X300mm

Non.Slip.Cer. Tiles ff

GENTS
300X300mm

Non.Slip.Cer. Tiles ff

PWD
300X300mm
Non.Slip.Cer.

Tiles ff

L[--]04
SECOND FLOOR PLAN

WC WC WC WC WC WC WC

U
R

IN
AL

S

W
H

B

W
H

B

W
H

B

Air lock Air lock

VOID
Entrance Lobby

Below

HALL

HALL

LIFT HALL

SKY LIGHT
WITH POLYCARBONATE

COVERING ON MS
ROOFING STRUCTURE TO

SE's DETAIL

Service
Duct400X400mm Cer. Tiles ff

D-05 D-08

D-07

D-06 D-06 D-06 D-06 D-06 D-06

D-05 D-05 D-05

D-05

P.
V

D
-0

3

p.v
W-02

p.v
W-02

p.v
W-02

p.v
W-02

P.V
D-03

P.
V

D
-0

3

P.
V

D
-0

3

p.v
W-02

p.v
W-02

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.
v

W
-0

2
p.

v
W

-0
2

p.v
W-02

p.v
W-02

p.v
W-08

p.v
W-06

p.v
W-08

p.v
W-06

p.v
W-09

p.v
W-06p.v

W-08
p.v

W-08

40
0

2,4
00

70
0

2,4
00

15
0

7,134 200 2,750 200 2,800

20
0

1,9
00

20
0

3,7
50

2,0
00

20
0

1,9
00

20
0

3,7
50

2,0
00

Mild steel
railing

20
0

20
0

F F D

F F D

central switching point for
all common services lights

D D

F F

CU B

Cir B2
F

D

HALLWAY
CU D

Exit

D D

Exit

Cir 2R2
D Cir D2

CU C

D

Cir C2

F

Cir 2R2

F

F

HALL

F

F

F

D

D

Cir 1R 3

Exit

D D D
Cir 2R2F

Cir 1R 1 D

D

D

S

central switching point for
all common services lights

D
DB 2

F F

Cir 2R1

Cir 2R2F

S

D
S

Cir 1R 4

S S
F

DB 1
S

D

F

Cir 2R1

F

Cir 2R1

D

F

S S S S S S
F F

Exit

F
F

F

BA
LC

O
N

Y

F

F

Ex
it

Ex
it

Ex
it

FF

FF

FF

F

ExitExit

Exit

Exit

F

APPROVED

This drawing is to be read in conjuction with engineers'drawings

name

NOTES
general

All dimensions are in mm unless otherwise specified.

to be used.The contractor must check&verify all the
dimensions before commencement of the work.

structural

mechanical

drawings are not to be scaled.Only figured dimensions to

All plumbing&drainage work to comply with P.H specifications.
All surface ducts to be accessible from all floors.
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Sleeves will be allowed with written approval from  the SE
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or SE.All testing of pipes must be cordinated with electrical
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Provide a1130litres reserve  tank with a booster pump
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All plumbing&drainage work to comply with P.H specifications.
All surface ducts to be accessible from all floors.
S.V.P denotes soil vent pipe and to be provided at the head of
the drainage.Drains passing beneath buildings and driveways
to be encased in150mm concrete sorround.All underground
foul&waste drain pipes shall be of PVC.to comply with BS5255.
All inspection chambers covers and framing shall be cast iron
to comply with BS.497Table2Grade A.
The storm water drain pipes to comply with BS.556.
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No chases for pipes will be allowed in the slabs.
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